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Manufactured by: TAPIBEL nv.
Industrielaan 4 - B-3900 Overpelt

DOP 000510T-001 - EN 14041
DOP 000509-001 - EN 14041

ACCENT / ACCENT S TILES
For use as floor covering in buildings

(EN 14041) according to the manufacturer’s 
specifications
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ACCENT ACCENT S
Technical details

Manufacturing method Tufted 

Pile type Looppile 

Special treatment
kleenaway

Yes

Dyeing method Solution dyed

Pile content 100 % polyamide

Gauge 1/10 Loop

Backing Bitumen with glasfiberscrim

Pile weight ca 600 gr/m²

Pile height ca 2,8 mm

Total Thickness ca. 6,2 mm

Total weight : ca 4450 gr/m²

Tuft density ca. 160 000 /m²

Dimension 50 x 50 cm

Flammability classification Bfl S1 according to EN13501-1

Electrostatic properties Walking Test ≤ 2,0 KV

Resistance ≤ 109

Suitability EN1307 - 33 -
Heavy Commercial

Castor chair suitability Class A according to EN 985: 
2001 Test A

Impact Sound Insulation ΔLw - 28 dB acc. ISO 10140-1

Colour fastness :       To light ≥ 7 according to ISO 105B02

                                     To rubbing ≥ 4 according to ISO 105-X12

Bleach resistance Yes

Technical details

Manufacturing method Tufted 

Pile type Looppile 

Special treatment
kleenaway

Yes

Dyeing method 60 % Solution dyed yarn
40 % Space dyed yarn

Pile content 100 % polyamide

Gauge 1/10 Loop

Backing Bitumen with glasfiberscrim

Pile weight ca 740 gr/m²

Pile height ca 2,8 mm

Total Thickness ca. 6,2 mm

Total weight : ca 4670 gr/m²

Tuft density ca. 168 000 /m²

Dimension 50 x 50 cm

Flammability classification Bfl S1 according to EN13501-1

Electrostatic properties Walking Test ≤ 2,0 KV

Resistance ≤ 109

Suitability EN1307 - 33 
Heavy Commercial

Castor chair suitability Class A according to EN 985: 
2001 Test A

Impact Sound Insulation ΔLw - 28 dB acc. ISO 10140-1

Colour fastness :     To light ≥ 7 according to ISO 105B02

                                     To rubbing ≥ 4 according to ISO 105-X12

Bleach resistance Yes

Installation

50940 51040 50942 51042

50930 51030 50960 51060

50920 51020 50950 51050 also available on roll

Report 441633-01 AbZ: Z-156.601.-1467


